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New 2-arm HiPower Spots

LED Illumination

u	 Cable fed into the flexible arms
u	 Neutral white light 5,500 K
u	 Homogenous light spot
u	 High quality flexible arms
u	 Stable mounting on the microscope stand
u	 Accessories available, e.g. rotating polarization filter unit, diffusor

Please note that a suitable adapter is required for mounting on a  
microscope.
The stand displayed on the picture is not part of the delivery.
 
Adapters for mounting the 2-arm HiPower Spots
!	 Round column adapter for mounting on round columns with  

diameter 25, 30, 32, 35 mm (e.g. on Zeiss, Leica, Olympus, Nikon, 
Motic, etc. stands)

@	 Adapter for Olympus SZ2-ST and Nikon C-PS, C-DS special stands
#	 Adapter for Leica S stands

u	 Kabel in den Flexarmen geführt
u	 Neutralweißes Licht 5.500 K
u	 Homogener Leuchtfleck
u	 Hochwertige Flexarme
u	 Stabile Montage am Mikroskopstativ
u	 Zubehör verfügbar, z.B. Polfilteraufsatz drehbar, Diffusor

Bitte beachten Sie, daß zur Montage am Mikroskop noch ein  
geeigneter Adapter erforderlich ist.
Das abgebildetete Stativ ist nicht Bestandteil der Lieferung.
 
Adapter zur Montage der zweiarmigen HiPower-Spots
!	 Rundsäulenadapter für Montage an Rundsäulen der 

Durchmesser 25, 30, 32, 35 mm (z.B. Stative von Zeiss, Leica, 
Olympus, Nikon, Motic etc.)

@	 Adapter für Sonderstative Olympus SZ2-ST und Nikon C-PS, C-DS
#	 Adapter für Leica-S-Stativ

! 619-20-049 @ 619-20-048 # 619-20-050

LED HiPower-Spot 2-armig	
10045 Set inkl. Steuereinheit und Weitbereichsnetzteil 100–240 V 
Dioden 	 2 x HiPower LED 
Steuereinheit: 	
Versorgung	 5 V DC ± 5 %, Hohlstecker 5,5 x 2,5 mm, 1,2 A
Dimensionen (T x B x H) 	 95,5 x 64 x 29 mm
Anschlüsse 	 2 x 3,5 mm Klinkenbuchse (stereo)
ESD-Anschluss 	 4 mm Bananenstecker
Bedienung	 Potentiometer, Taster für 
	 Port 1 / Port 2 / Ein/Aus mit LED-Anzeige

LED HiPower spot 2-arm	
10045 set including control unit and variable power pack 100–240 V 
Diodes 	 2 x HiPower LED 
Control unit: 	
Supply	 5 V DC ± 5 %, hollow socket 5.5 x 2.5 mm, 1.2 A
Dimensions (D x W x H) 	 95.5 x 64 x 29 mm
Connection 	 2 x 3.5 mm jack (stereo)
ESD connector 	 4 mm banana socket
Operation	 Potentiometer, pushbutton for 
	 Port 1 / Port 2 / ON/OFF with LED display


